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DT-M150X11-Classic

15" Industrial Monitor for VESA mounting

Date of specification: 14.02.2018

The information given in this document is carefully checked and believed to be reliable.
However, distronik GmbH takes no responsibility for any failure or product damage
caused by application of this information. Please check all connections carefully with the
product specification.

Products of distronik are not intended for use in systems in which failures of product could

result in personal injury. All mentioned trademarks are registered trademarks of their owner.
This specification is subject to change without notification.
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Product Specification
DT-M150X11-Classic

General Features / Technical Data
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ltem Description Unit
Outline dimension 392 x 319 x 55 mm
Diagonal 15" (38,1) Inch/ mm
Active area 304.1 (H) x 228.1(V) mm
Resolution of panel 1024 x 768 Pixel
Colors 16.2 Mio.

Viewing angle hor.: 88°/ 88°, ver.: 88° / 88° | degree
Brightness 500 cd/m?
Contrast ratio 2500:1

LED backlight lifetime typ. 70,000 hours
Response time 23 ms
Touchscreen Not available
Interface VGA + DVI

Best resolution to view 1024 x 768

Power input voltage 12 +/- 5% V DC
Power consumption 14,8 Watt
Weight ca. 6.5 kg

VPE 1 pc
Operating temperature -10 - + 60 degree
Storage temperature -20-+70 degree

Power Input Connector

Type DC Jack 2,5mm

PIN 1 (middle) + 12VDC

PIN 2/ GND

/ +12VDC

—>  GND
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Mechanical Outlines
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OSD (On Screen Display)

| | MENU SELECT DOWN upP STATUS POWER

o [o [®] e (@]

Function of each OSD key

No. Button Switch Function
1 Menu 1. Open the OSD Main Menu / Close the OSD Main Menu
2 Select 1. Select a Item
1. Move to downside on menu list
3 Down ) 4
2. decrease the value of selected item
i U 1. Move to upside on menu list
P 2. Increase the value of selected item
5 Power 1. Turn on power / Turn off power

< Hot-Key : One-click control

- Auto adjust : “down” key

- Source Switch (analog RGB, DVI) : “select” key
< Status LED

- Green : Normal State

- Amber flashing : DPMS mode (Can't find signal)
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Main Menu

RGB 1280 x 1024  60Hz

Color

Image Setting

Position

OSD Menu

Language

Misc.

Exit
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Color :

Image Setting :

Position :
OSD Menu :
Language :
Misc. :

Exit :

Adjust and correct the color

Adjust and correct the image
Adjust the H-/V- Position of display
Adjust the On-Screen-Display
Select a language of OSD
All other settings
Close the main menu
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Sub-Menu Color
RGB 1280 x 1024  60Hz

Contrast

Brightness

Color Adjust

Color Temp

Auto Color

Back 6

Contrast : Adjust the contrast of the image
Brightness : Adjust the brightness of the image Col
Adjust : Adjust the value of red, green and blue
Color Temp : Adjust the color temperature

Auto Color : Run the auto config of the Color

Back : Back to main menu
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Sub-Menu Image Settings

RGB 1280 x 1024  60Hz

Clock

Phase

Gamma

Sharpness

Auto Adjust..

Back

Clock : Adjust the clock of the image
Phase : Adjust the phase of the image
Gamma : Adjust gamma level of the

image Sharpness :  Adjust the sharpness of the
image Auto Adjust :  Run the auto config of the
image Back : Back to main menu
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Submenu Position

RGB 1280 x 1024  60Hz

=0 H. Position

V. Position

Back

H. Position : Adjust the H. position of the image
V. Position : Adjust the V. position of the image
Back : Back to main menu
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Sub-Menu OSD Menu

RGB 1280 x 1024 60Hz

OSD H. Pos.

OSD V. Pos.

OSD Timer

Back

OSD H. Pos.:  Adjust the H. position of the OSD
OSD V. Pos. : Adjust the H. position of the OSD
OSD Timer : Adjust the OSD off timer

Back : Back to main menu
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Sub-Menu Language

{€]-] 1280 x 1024 60Hz

Korean : Select a Korean
English : Select a English
Deutsch Select a Germany

distronik
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Sub-Menu Misc

RGB 1280 x 1024 60Hz

=>  Signal Source

Reset

Back

11

Signal Source :  Select the input source
Reset : Factory reset
Back : Back to main menu
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Handling & Cautions

Cautions when taking out the module
- Pick the pouch only, when taking out module from a shipping package.

Cautions for handling the module

- As the electrostatic discharges may break the LCD module, handle the LCD module with
care. Peel a protection sheet off from the LCD panel surface as slowly as possible.

- As the LCD panel and backlight element are made from fragile glass material, impulse
and pressure to the LCD module should be avoided.

- As the surface of the polarizer is very soft and easily scratched, use a soft dry-cloth
without chemicals for cleaning.

- Put the module display side down on a flat horizontal plane.

- Handle connectors and cables with care.

Cautions for the atmosphere

- Dewdrop atmosphere should be avoided.

- Do not store and/or operate the LCD module in a high temperature and/or humidity
atmosphere. Storage in an electro-conductive polymer-packing pouch and under
relatively low temperature atmosphere is recommended.

Cautions for the module characteristics
- Do not apply fixed pattern data signal to the LCD module at aging time.
- Applying fixed pattern for a long time may cause image sticking. 12

Other cautions

- Do not disassemble and/or re-assemble the LCD module.

- Do not re-adjust variable resistor or switch etc.

- When returning the module for repair or etc., please pack the module carefully not to be
broken. We recommend using the original packing.

Packing Information

Each Monitor is packed into an anti-static foil.
More units are packed into a carton filled and cushioned with shock
absorbing carton and therefore good protected for shipping an euro pallet.
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